
Specifications

Technical

Colour Black

Material PP

Dimensions

Net weight 0.008 kg

Technical specifications

Product introduction
An accessory used to support all Air Excellent ducts. We advise 
using one every 2 meters to prevent sagging. The mounting bracket 
can be connected to other mounting brackets enabling compact 
installations with parallel duct runs.

 � Modular manifolds, which can be used with all 6 duct types
 � Semi-rigid plastic ducts on a roll and airtight mechanical 

connections, which are extremely easy to install
 � Low system pressure loss due to radial design
 � Airtight (class D/ATC 2 up +/- 2000 Pa) thanks to mechanical 

connections, which minimises fan energy use and sound 
production

1 | 1Ubbink International • at info@ubbink.com • globe www.ubbink.com ©
 2

02
4 

U
b

b
in

k.
 A

ll 
rig

ht
s 

re
se

rv
ed

.| 
C

o
nt

en
t i

s 
su

b
je

ct
 to

 c
ha

ng
e 

w
ith

o
ut

 n
ot

ic
e.

 A
va

ila
b

ili
ty

 a
nd

 c
o

nfi
g

ur
at

io
ns

 m
ay

 d
iff

er
 p

er
 c

o
un

tr
y.

 | 
U

B
-1

3-
02

-2
02

4-
IN

T-
EN

Article number: 188396

Air Excellent Universal Mounting Bracket


